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6 Claims.

. This invention relates to high frequency elec-
trical oscillators and, more particularly, to such
oscillators of the magnetron type in which a plu-
rality of resonators, generally of substantially
the same natural frequency, are arranged in
juxtaposition to a cathede and to each other, by
virtue of which last mentioned relationship they
are electrically coupled together, such rescna-
tors being thrown into a state of oscillation, by
virtue of the reaction therewith of the electron
stream, when the device is operated with suitable
means for producing a magnetic field and voltage
applied thereto.

. In the best-known sub-class of the magnetron
type the resonators take the form of cavities dis-
posed about a central anode-cathode space into
which the cavities open by gaps or slots, the cavi-
ties being electromagnetically coupled when the
device is in operation. The construction covered
by application of Randall and Boot, Serial No.
407,680, filed August 20, 1941, now Patent No.
2,542,966, dated February 20, 1951, is an im-
portant example of this sub-class. In this con-
struction each resonator may be of circular form
in cross-section, with a relatively small gap open-

ing into the anode-cathode space of, . alterna~-

tively, other forms of resonator may be employed,
such as resonators taking the form of radial slots
extending ocutwardly from the central space: - In
the particular construction described in the said

2
in the operating conditions, such for example, as
variations in the electron current, anode voltage,
or magnetic field. Thus the magnetron may oscil-
late in several or all of the said modes either si-
multaneously or separately, and may - change
from one mode to another, with a corresponding
change in the frequency generated for only a°
slight change in the. operating conditions im-
posed. It may be said in explanation that the

' modes of oscillation referred to are characterised

by different phase relations between different
points or regions of the resonator system, a prop-

~ erty of a mode being a specific oscillatory fre-
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application, also the resonator cavities are cou~ i

pled together, not only by the gaps opening into
the central space but additionally by other means,
specifically by a common end space, at one or
bvoth ends of the device, into which said resona-
tor cavities and central space open.

Various modified forms of the type of device re-
ferred to exist, in some of which the resonators,
cither in the form of cavities in'.a bloek, or of

solid rods, are arranged in line with each other, °

parallel to and at one side of.the cathode, while
in a further sub-class of the general type the
resonators take the form of rods disposed cir-
cumferentially around the cathode. The im-
provements herein described may advantageous-
1y be applied to the above-mentionsd and other
forms of the type of magnetron device described.

It has been found that magnetrons of the char-
acter described above, when in use as generators
of oscillations, tend to oscillate in a variety of
different modes and therefore at a vlurality of
different frequencies, even when the resonators
are approximately of the same natural frequency
individually. This. occurs.when changes occur
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guency. Such a frequency requires specific oper-
ating conditions to excite it, but in practice such
conditicns tend to overlap or change in such a
way as to preduce the effects noted. It may be re-
marked that the simultaneous operation referred
to above does not often oceur in practice but may
do so if the operating conditions overlap to a
large extent. o

- 'The purpose of the present invention is the im-
provement of such magnetrons by the provision
of means for constraining them to generate oscil-
iations in one or more particular modes to the
exclusion of others over a wide range of operating
conditions. This range may cover, for example,
& variation in anode current in the ratio of 3to 1,
and in applied anode voltage of 2 to 1. An im-
portant application of the invention is the re-

- strietion of the possible modes of oscillation to

one only, while operating within the range of op-
erating conditions which are suitable for the
given case, namely that giving the greatest effi~
ciency.

It should be added that while the last men-
tioned application is of chief importance, the pro-
duction of more than one mode (and conseguent-
iy more than one frequency), to the exclusion of
others, is of practical value in special cases. 'Thus
for example it may be desirable to have a mag-
nefron  transmitter arranged to operate alter-
nately on two frequency channels, the change-
over being effected by an appropriate change in;
say, the anode voltage.

- According to the.invention the said purpose is
effected by the provision of electrical coupling
means between selected points (or more properly
speaking,” regions) of the resonator system.
These coupling means (direct electrical connec-
tions or equivalent coupling means) are arranged
in such a way that relative frequencies of the
various modes of oscillation are changed there-
by, being distributed further apart. In addition
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such couplings,. suitably arranged, résult in the
distribution. of amplitude among: ‘the -resonator
elements being largely confused for some modes
while no deterioration takes place for the desired
modes. In many cases, in fact, a more uniform
distribution of amplitude of oscillatiorn -among
the resonators of the system for a required mode
of operation may be accomplished, -thereby in-
creasing efficiency.

For example, in the particular case.in: ‘wlieh.
the length of a direct connection between two
adjacent junction points in the. resonator system.
is short compared with a Wave-length (cons1der-
ably shorter than one-half of the free space

wave-length at which the device is designed to -
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tively narrow gap or slot. 2A. The gaps 2A thus
divide the:bounding walli of’ thie central:space 3
into a plurality of segments 4. In the construc-

--tion shown the central axial space 3 and the

operate) if the points so connected would require - -

to oscillate at the same amplitude and phase for
8 particular mode, this mode will not be distorted
by the connections, wheréas. other modes may be
so affected that their generation by the mag-
netron will become improbable or Impossible.

In order that the invértion may be more clear-
1y understood attention is diréctéd to the accom-
panying drawings, illustrating, by way of ex-
ample, certain embodiments of the invention. In
the drawings:

Fig. 1 is a cross sectional view through a mag-
netron of the type shown in said Randall and
Boot application, embodying one form of the in-
vention, this being taken on line (—I of Fig. 4.

Fig. 2 and 3 are polar diagrams illustrating pos-
sible modes of oscillatiomn.

Fig. 4 is a longitudinal section taken on line
4—4 of Fig. 1.

Fig. 5 is a cross sectional view taken on line
I—{ of Fig. 4 to a different scale from Fig. 1, this
being made somewhat diagrammatic for the pur-
pose of showing- the arrangement of connections
between segments more clearly.

Figs 6, 7 and 8 are views similar to' that shown
i Pig. 4 of alternative constructions in- which
different arrangements’ of - connections- between
segments (heremafter termed’ “straps’)- -are
shown.

Figs: 9'10; and 11‘are cross sectional views-faken
on lines-9—8 in Fig. 6, {0—40 in Fig. 7, and { =1F
in Fig. 8, respectively, these views belng similar‘to
that shown in Fig. 5.

Fig. 12 is o view similar to that shown'in'Fig. 4,
but showing a modified positioning of the straps.
- Fig. 13 is'a eross sectional-view of an-alternative
- magnetron construetion-in which the resonator
elements are bars-or rods surrounding: the cath-
ode, this view being taken on line 13—{3 of Fig:
14.and being somewhat diagrammatic in the'same
manner as Figs. b and -9 fo 11,

Fig. 14 is a longitudinal- section. taken -on-line
i14—14of Fig. 13.

Fig. 15 is a cross sectional view: of a: further
alternative magnetron: construetion:in which the
resonator elements are bars or rods arranged
in g straight line, parallel to a plane cathode, this
figure being taken on line I5—15 of Fig. 16,-and
also being somewhat diagrammatic,-and )

Fig, 16 is a longitudinal section- taken on line
{6—16 of Fig. 15, but with the central portion-of
the cathode omitted.

Referring to the drawings, Figs. 1 and 4 show,
by way of example, a magnetron of the type de-
seribed in said application of Randzll and Boot,
in which the anode block I has a plurality of
cylindrical resonator eavities 2 -drilled or other-
wise formed therein. -These cavities-as showrare
disposed about-the central anode-eathode-space
3, each of them opening into said space by a rela-

" a maghetic field axially of the device.
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resonator cavities 2 all open at their opposite

-ends-inte’ common end spaces 5 and 6. In that
-eonstruction, also, the end spaces are closed by
end caps T of conducting material. The cathode

8, shown in elevation and partly broken away, is
mounted axially in'the central space and is pro-
vided with shields:9 at its ends to prevent passage
of stray electrons into the end spaces. The cath-.

‘ode connections 1§ are shown going through tubes
fi in the side walls of the end spaces.
- tromagnet
ipicces f2a-and §2b in close proximity to (but in-

An elec-
‘§Z is..indicated as having its pole

sulated.from) the two end caps 7 so as to provide
Power
output is provided for, for example by a copper
Toop 13 in ene of-the resonator -cavities: Z, ‘this
serving to- pick up-energy’ by’ virtue-of its eleg~
tromagnetic coupling ‘with the:-resonator systern
One end of the loop: I3 is connected to the mair:
anode block while the other -end passes: out
through an opeiing in the anode block: and:is
soldered to a tungsten wire (4, which passes:
through a copper tube ¥ sealed in a Pyrex cap
6.

If the width of each segment & which: separates
an adjacent pair of slots:ZA connecting resenator
cavities 2 with the central space:3-is: sufficiently
small with respect to the wave length: tconsider-
ably less than one quarter the free: space:wave
length which the device is intended: to: generate),
all points on a given segment face must be-gi:
substantially the same potential at a. given - in-~
stant, and this condition will he assumed: to: hold:
in. the following general. discussion: of: preferred.
applications of the present invention.

A theoretical explanation: must. first be.given
before describing specific: examples of electrical
connections. (or other coupling means)- comprised:
within the invention. Wnder the conditions. just
referred to it. is. found, in general, that any pos-

- sible- mode of oscillation of -the: magnetron: may

be resolved: into one or more components each:
of which may be: represented. by & rotating: wave
form., 'This conception will be-more readily un-

- derstood by referring to Figs. 2 and.3. which are

50

85

80

65

70

(]

‘polar diagrams: in which the dotted radial lines

i1 in each figure represent the-angular positions
of the segments 4 in Fig. 1, while.the intercept.on
each such line between the peints where it cufs
the dotted datum. circle {8, in each. figure, and
the curve 19 in Fig. 2 or curve 19A in Fig. 3 rep-
resents the instantaneous potential of the seg-
ment in question, curves {9 and’ §9A being differ-
ent wave forms produced under different condi-
tions, as will be explainéd. The circle {8 in each
case represents anode potentisl, so that points
outside it represent poténtials higher than, dnd
points-inside it potentials lower than anode poten=-
tial. The curves 18 and {%A are such that-an
exact representation of the sinuscidal potential
variations on each segment when the magnetion
is oscillating is obtained if’ these curves-are-ro-
tated uniformly about the centre'§ with-an: gr-
gular velocity- proportional to-the frequeney.

In general, the total change-of‘phaseiat-a given
segment for ene: complete revelution of g.-curve
19 or 19A may be represented by 2#zn, where 7 is:
a positive integer. Thus Figs. 2 and: 3 represent
the cases where n=1 and n=4 respectively; andit
will: readily: be appreciated-that. curves. may: simi=
larly be constructed for any other value of =.
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Letting N represent the total number of res-
onators, a common case is represented by
n=N/2; in this mode, if alternate segments are

represented by A and B, all the A segments will.

oscillate in phase with one ancther and = radians
out of phase with the B set as shown in Fig. 3, and
this mode may accordingly be termed the = mode.

Any possible mode or frequency of oscillation
can be represented by a curve such as 19 or (94,
or by the resultant of two or more of such curves,
rotating in the appropriate directions and with
the sappropriate -angular velocities. Thus a case
in which one sét of segments (say the B set)
all remain at-constant potential, while alternate
members of the remaining set (i. e., the A set)
behave as the A-and B segments for the = mode,
may be represented by the resultant of two simi-
lar curves having n=N/4 which are rotating with
equal angular velocities in opposite directions.
This represents a possible, but very inefficient,
mode of operation-of magnetrons of the type re-
ferred to.

~In Figures 1 and 4 are illustrated a preferred
form of strap or direct connection between seg-
nients of the device according to the invention,
such a strap comprising a conductor 26, which
may be positioned, as shown, within one of the
end spaces 5, of the magnetron in-a plane sub-
stantially normal to the axis of the magnetron;
the strap may be of annular or part annular form,
its centre of curvature coinciding approximately
with the said axis. The strap 20 (when the cou-

pling means takes the form of a direct connec-
tion, as shown), is connected by two or more
‘short longitudinal conductors 21, to the appro-
priate segments 4; in cases where only two con-
ductors 2{, are employed, one at each end of
the conductor: 20, they may, of course, be formed
integrally therewith.

The complete strapping arrangement may, in
general, comprise one or more straps as described
above arranged in one or both of the end spaces
5 and 6. Various alternative arrangements all
directed to the production of the = mode (which

is highly efficient and is therefore, in most cases, 4;

the preferred mode of operation) will now be de~
scribed. -All of these arrangements have for their
object to connect together all of the A segments

as one group (or at least to thus connect the

greater number of them, the others remaining
unconnected, which has much the same eifect)
and ‘all the B segments as another group or the
greater part of them (the same as with the A
group), by connecting straps whose lengths are

small relative to the wave length of the oscilla-

tion. In this manner all the A segments are con-
strained to osecillate in phase with one another
and all the B segments are similarly constrained,
the only mode consistent with this arrangement
being the required = mode. The effect, as stated
above, will be as described when some only of the
A segments and some only of the B segments are
coupled together, because the phase relationship
imposed thereby upon the segments so connected
makes it impossible for the unconnected seg-
ments to oscillate in any other mode than that
imposed by the coupling upon the coupled mem-~
bers,

One such arrangement is shown in Figs. 1, 4 and
5. The last named figure (as well as Figs. 9, 10
and 11, which are presently to be referred to) is
a somewhat diagrammatic drawing showing the
segments, strapping arrangements and cathode
connections, connections at one end being shown
by full lines and those at the other by dotted
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lines. 'The positions of the conductors 21 c¢on=

necting the straps to the segments are shown by

dots superimposed on the lines representing the

straps, and similarly, purely for ease of illustra-

tion, circular or part circular straps are shown

as having different diameters at the two ends.

In Fig. 5 and in the similar figures, 9, 10 and 11, -
parts of certain segments 4 at the bottom of each

fisure are cut away to show the radially dis-

posed cathode connections 10.

As shown in Figs. 1, ¢ and 5 all the A seg-
ments are connected by a circular strap 20 at one
end and all the B segments by a similar strap
20A at the other end. This arrangement results
in a longitudinal alternating electric field being
set up between the straps which tend to induce
longitudinal oscillatory currents in the cathode
and thus to give rise to a loss of power. Such a
loss may be obviated however, by the insertlon
of high frequency chokes in the cathode ¢onnec-
tions 10 as indicated at 22 in Figs. 4 and 5. Alter-
native arrangements, designed to bring about the
cancellation of such longitudinal fields, are shown
in Figs. 6 o 11.

According to the arrangements shown in Frgs 6
and 9, in its application to an 8-segment mag-
netron, half of the A segments are united by an
arcuate strap 23 positioned in one end space, and
the remainder of the A segments, plus one of
those already connected by strap 23, are united
by a similar strap 24 positioned in the other end
space. 'The B set is similarly treated by means
of straps 25 and 26 so that each end space con-
tains both A and B straps. Simply for clarity
in the drawing, Figure 6 shows' the straps 24
and 26 as lying in different planes. If the mag-
netron has such a number of segments that N/2
is odd, the strap 23 will connect (N—2)/4 seg-
ments, N denoting the total number of segments,
as before. In this manner the longitudinal fields
set up by the strap cancel out, and only trans-
verse fields, which produce negligible Iosses by
induction in the cathode connections, are left in
each end space. In cases where the cathode con-
nections 10 are brought into the end spaces at
right angles to the axis of the magnetron, as is
shown in these figures, such connections must
also be arranged at right angles to the fransverse
fields produced between the A and B straps if
inductive losses are to be avoided.

Figs. 7 and 10 show a modification in which
all the A segments are connected (or the greater
number of them, as previously explained) both
by a complets circular strap 27 at one end and by
a similar strap 28 at the other end, the B seg-
ments being similarly connected by straps 29 and
30. . It will be seen that this arrangement results
in a cancellation of both the longitudinal and
transverse fields.

In a still further modification, 111ustlated in -
Pigs. 8 and 11, all the A segments are united in
pairs by a series of straps 31, and the B segments
are similarly united by a series of straps 32, all of
these straps preferably being arranged in an
echelon formation as shown. This formation
should be provided at each end, in the construc-
tion shown, as is indicated in the drawings. The
sense of rotation of the echelon formation is not
important, that is, each end may appear as illus-
trated in Fig. 11, or one end may appear as is
there illustrated while the other end appears as
a mirror image of this formation. The result of
this construction also is that no resultant tlans-
verse or lengitudinal fields are set up,

The invention is not confined to the particular
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constriictional “arrangenient -of :straps (or of

equivalent couplings) leretofore deseribed.
Straps may be located, for example, in a circums=
ferential groove in the anode block -airanged inh
the position indicated at33 in Fig. 12. Any suit=
able arrangement of the straps may be sdopted
when they are thus positioned; for axample, two
annular straps may be employed, these straps be=
ing conmnected to the segments in a manner cor=
responding with that shown in Fig. 5.  If con=
venient the straps may be formed integrally with
the resonator system; in the type of magnetron
in which the resonator system is built up of a
number of thin laminae soldered or pressed to=
gether, for example, as is deseribed in said appli-
cation of Randall and-Boot, the straps may be
embodied -in one or more of the laminae and may
be located at -any desired posmon in the resona-
tor system, -

- Strapping ma.y be- applied to magnet trons whlch'

are not capable ef oscillating in the =~ mede. For
exXample,  magnetrons having an odd number of
resonators eannot oscillate in the = mode as de-
scribed, operation in this case involving phase
differences of eoither than » radians between ad-
joining segments. In this case echelon strapping
as illustrated in Figs. 8 and 11 may usefully be
empioyed and consideration of the preperties of
the elecirical circuit shows that a substantial
mode -separation, of the order of 15 degrees in
frequency, can be.achieved.

In the. case of a magnetron whose resonator
system consists of parallel rods disposed circum-
ferentially around the eathode, straps of any -of
the forms already described may be used, but in
this ¢ase the operation of the magnetron will in-
volve longitudinal oscillations of the rods such
that there will be regions where the amphtude of
the electric field between the rods is zero, and
other regions where the amplitude of the said
field is a maximum. The straps should be lo-
cated at one of the latter regions. Figs. 13 and
14 illustrate, by way of examgple, the application
of one form of strappmg to. this case. -Asis there
shown, the rods 24 extend ecircumferentially
around the cathode 8, these rods being separated
by spacés3%. Therods -must of course be-mounted
and secured in position zn the magnetron and. in
the case Hlustrated they are mounied by being
secured at their reqpectlve ends to rings 28 and
3T which are themselves secured to the cylin-
drical electrically conducting casing 38 of the
device. . In this case, the rods being all connected
together at their ends, the regions of zero ampli-
tude of the field referred to will ke at the ends,
and the straps in this case will be placed near the
mid-points of the rods. The straps, indicated at
39 and 49, may be mounted in the space between
the rods and the outer enclosing wall 38, strap
39 being connected to alternate rods; as shewn,
and insulated from. the others, while strap 48 is
connected to those others, and insulated from the
rods to which strap 39 is connected. It will be
seen that the arrangement is similar to that of
the cavity resonator magnetron described.in con-
nection with Pigs. 1, 4, and 5 the rods bheing
ansglogous. to the segments T-in the first case, di-
vided into -A and B groups, the spaces 85 between
the rods being analogous to the siots 2A in the
first case (the diameters of the rods being sufi-
ciently small with respect to the wavelength, as
-desoribed in connection with the cavity resonator
instruction), the rods oscillating in the » made,
as previously deseribed. ' If alternatively, the rods
‘were Tigidly - conhected together ab. their inid=-
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voints, the maximum electnc field -would. eceur
at their ends, and the straps would then be . ﬁxed
at the ends.

With the -arrangement 1llustrated the other
details of the construction may be the-same as
has-already been-described in connection with the
cavity resonator, the output line being shown as
provided with a direct fap on to one of the straps,
as is indicated-at 13B in Fig. 14, this being similar
to the arrangement -shown in Fig. 12; referred to
hereafter.

In the cgse of a magnetren resona.tel system
having rods -or cavities arranged in a.straight
line, the arrangement is similar to a small seetor
of a cylindrical magnetron of very large dlameter
The eathode i then g plane surface paxallel ‘1o
the anode and adjacent to the rods or eavaty
epenings. Such an arrangement where . the
resonators are rods, is indicated in. ‘Figs. 15. and
As is there indicated, the rods 44 are. ars
ranged parallel to the plane cathode 42, the rods
heing secured together at top and bottom by mem-
bers 43, which are secured-at their ends.to. the
enclosing structure 48, this -entire concluctlng
structure, together with the rods, constituting the
anode.

The rods in this case may be strapped together
in.any suitable way, for example, in ihe -same
manner as has just been descrlbed in the case of
the circumferential rods, in the structure shown
in Figs. 13 and 14. . This arrangement is. here
illustrated, where -strap 45 connects .alternate
rods, and is insulated from the others, while The
strap 48 connects these -others and is insulated
from the rods to which strap 45 is connected,
these. straps. bemg mounted on the side of .the
rods remote from the cathode and adjacent to the
mid-points of the rods as descn ibed in. connectlon
with Figs. 13 and 14. Ti
construction may be the same as pr ev1ously de-
scribed, the output line heing prov1dec1 Wlth a
direct tap 13c, on to one of the straps.

It will be observed that in all 6f the arxange«
ments referred to, comprlslng elther cavity. er
rod. resonators, the rescnators are in Juxtapos1-
tion o -a eathode and to each other by rea,sen of
which last mentioned relatlonshlp they are au
electrlcally coupled together, the strappmg ar-
rangements -deseribed constltutlng addltlena,l
electrical coupling means between drfferent mem-
bers or regions-of the system.

The invention is partlcular]y useful m cases
in which the resenator block has been very in-
aceurately machined, when the differences. be-
tween individual resonators may resulf in-the fre=
quency response curve. of the system:-zs 4 whele
having. a.large number -of separate resonance
Ppeaks. -This corresponds -with the excitation -of
complex modeys resulting from the: superimposi=
tion of varidus modes in different progortions.
Under these conditions the tuse of connecting

straps as described above will result in the: sup-

pression-of all-but the required mode of oscilla=
tion and largely compensate for the machmmg
inaccuracies.

A further advantege of the invention rasides
in the fact that a direct tap of the output lins
on to one of the straps will provide a more nearly

ideal loading than & coupling loop or direet tap

‘associated with one of the résonators alone.  Such
4 tap is indicated in Fig. 12 at {34, this passing

out of the magnetron: through-a tube: 154, as

shown. Morecver, if either this or the direct tap
1o one resonator is used for the transmissich of
the-output power; the effect 6f the straps will-be
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to balance out variations of amplitude due to in-
efeased damping of the resonators in the neigh-
bourhood of the output connection.

I claim:

1. A high-frequency magnetron device com-
prising a cathode, a plurality of resonators in
juxtaposition thereto, all conductively intercon-
nected, and electrically coupled when in opera-
tion, and constituting s system which is capable
of oscillating in a plurality of different modes
at the frenuencies appertaining thereto, said
resonator system having surfaces adjacent to
which an slternating electric field exists during
operation, comprising portions separated by gaps,
certain of said separated surface portions con-
stituting onc group oscillating in phase with each

other but out of phase with cther of said surface-

portions constituting a second group which oscil-
late in phase with each other during operation of
said system in one of said modes, and each of said
surface portions being of a width less than one-
guarter the free space wave length of oscillation
of said ome specified mode, electiric connections
petween members of said first group and electric
connections between members of said second
group, the length of each of said connections be-
tween adjacent connection points being less than
one-half the free spaece wave length of oscilla-
tion of said mode, said connections being addi-
tional to and exclusive of the above-mentioned
interconnections between all of zaid rescnators.

2. A high-frequency magnetron device, com-
prising a cathoede, a plurality of resonabtors dis-
posed circumferentially around said cathode, all
conductively interconnected, and electrically cou-
pled when in operation, and constituting a system
which is capable of oscillating In a plurality of
different modes at the freguencies appertaining
thereto, said resonator system having surfaces
adjacent to which an alternating electric field
exists during operation, comprising portions sepa-
rated_ by gaps, certain of said separated surface
portions, more than two in number, constituting
one group oscillating in phase with each other
but out of phase with other of said surface por-
tions, more than two in number, constituting a
second. group which oscillate in phase with each
other during operation of said system in one of
said modes, electrical coupling means at both ends
of the device coupling together members of said
first group in pairs, and electrical coupling means
at both ends of the device coupling together all
the members of said second group in pairs.

3. A high-frequency magnetron device com-
prising a cathode, a plurality of resonator rods
in juxtaposition thereto, all conductively and
mechanically interconnected, and all electrically
coupled when in operation, constituting a system
which is capable of oscillating in a plurality of

ifferent modes, in one of which one group of
said rods oscillate longitudinally in phase with
each other but out of phase with another group
of said rods which oseillate in phase with each
other, electrical coupling means between mem-
bers of said first group, and additional electrical
coupling means between rmembers of said second
group, koth of said means being additional to
and exclusive of the above-mentioned conductive
interconnections between all of said rods.

4. A high-freguency magnetron device com-
prising a cathode, a plurality of resonator rods
in juxtaposition thersto, all conductively and
mechanically interconnected, and at points simi-
larly positioned longitudinally of each, said rods
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being ail electrically coupled wher in épération
and constituting & system which i capable of
oscillating in a plurality of itodes, in cie &f
which one group of said rods oscillate Iongitudi-
nally in phase with éach other but out of phase
with another group of said rods, the oscillation
of the rods, whén thé device is id opératioil, belng
such that theré are points thereéin at which the
amplitude of the electric field bétween the rods
is zero, these being the said points at which the
rods are connected together, and other points at
which the said amplitude is a maximum, elec-
trical coupling means between members of said
first group of rods at said last named points
therein and electrical coupling means between
members of said second group of rods at said last
named points therein.

5. A high-frequency magnelron device, com-
prising a cathode, an anode structure, all parts
of which are conductively interconnecied, formed
to provide s plurality of resomnaters in juxta-
position to said cathcde with a discharge space
therebetween, said rescnators being thereby
electrically coupled when in operation, said
davice being cperahle when a magnetic field is
produced between said cathede and anode striic-
ture and when said cathode is electron-emissive,
said structure having surfaces adjacent fo which
an alternating electric field exists during opera-
tion, which surfaces comprise elements separated
by zaps, said resonators constituting a system
which is capable cof osciliating in a plurality of
different modes at the frequencics appertaining
thereto, in one of which modes cne group of less
than all of said separated elements oscillate in
phase with each other, and eleciric coupling
means hetween members of said group, addi-
tional to and exclusive of the interconmnections
above-mentioned hetween all parts of the said
structure, and an output connection for said
device, having a direct tap on to said additional
coupling means.

6. An electron discharge device comprising a
cathode and an anode, said anode having a plu-
rality of electron-receiving portions adjacent
said cathode, and a plurality of grooved poriions
spaced from said electron-receiving portions
forming = plurality of inductances which
together with the interelectrode capacitances
constitute a plurality of tuned circuits adapted
to oscillate at substantially the same freguency,
and relatively short conductors directly inter-
connecting alternate electron-receiving portions,
the length of each of said conductors being less
than one-haif the free space wave length of the
oscillations of said frequency.

JAMES SAYERS.
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